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ABOUT BIG RIVER GLASS
Big River Glass are leading manufacturers of contemporary 
architectural window and door systems. Our team will provide you with 
technical advice, design expertise and quality workmanship to ensure 
the highest quality products for your project.

Located at our current site at 73 Bent Street, South Grafton since 1997, 
BRG has serviced the Clarence Valley, including Yamba, Maclean and 
the Coffs Harbour Coast, Sawtell and beyond for over 30 years and is 
proud of it’s ongoing commitment and contribution to Northern New 
South Wales.

As manufactures of Aluminium Windows and Doors we are proud to 
be associated with Vantage and Elevate products, leading brands within 
the Australian Window Industry.

The Vantage range of residential windows and doors have become the 
favourite choice of Architects and Building Designers with innovative 
performance and design features delivering outstanding outcomes in 
residential and architectural residential construction.

The AWS Commercial range, Elevate, offers competitive and high 
performance commercial and architectural suites ideal for shop fitting, 
commercial or architectural residential applications.

Architects and builders recommend aluminium windows and doors 
for their strength, durability, and lasting value. They offer versatility 
in design and function and can be uniquely configured into large 
combinations for maximising views and enhancing lifestyles.

Let us work with you to select the ideal product for your project to 
maximise the function, aesthetic, energy and performance outcomes.

A member of the Australian Window Association and the Master 
Builders Association, Big River Glass has the full range of glazing options 
for your project, including Energy Efficient, Safety Glass and Double 
Glazing. We also offer a range of Security Screen products and multiple 
Hardware options to complete your job to the level of your requirement.

We look forward to your enquiry.

CONTENTS

phone (02) 66422577
bigriverglass.com.au
enquiries@bigriverglass.com.au

VISIT OUR SHOWROOM
73 Bent Street
South Grafton NSW 2460
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WINDOW AND DOOR STYLES

WINDOWS
504 Sliding Window

514 Double Hung

516 Awning/Casement Window

525 Louvre System

DOORS
541 Sliding Door

542 Stacking Door

618 MAGNUM™ Sliding Door

548 Bi-fold Doors

549 Hinged Door

OUR STANDARD RESIDENTIAL RANGE
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SERIES 504 SLIDING WINDOW
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E 650 900 1010 1250 1490 1850 2080 2200 2440 2770 3030

600 850 960 1200 1440 1800 2030 2150 2390 2720 2980

660 600

0606 0609 0610 0612 0615 0618 0621 0622 0624 0627 0630

920 860

0906 0909 0910 0912 0915 0918 0921 0922 0924 0927 0930

1090 1000

1006 1009 1010 1012 1015 1018 1021 1022 1024 1027 1030

1260 1200

1206 1209 1210 1212 1215 1218 1221 1222 1224 1227 1230

1350 1290

F1306 1309 1310 1312 1315 1318 1321 1322 1324 1327 1330

1520 1490

F1506 1509 1510 1512 1515 1518 1521 1522 1524 1527 1530

1860 1800

1806 1809 1810 1812 1815 1818 1821 1822 1824 1826

2120 2060

F2106 2109 2110 2112 2115 2118 2121 2122 2124 2126

STANDARD
•	 Keylocks
•	 Fibre mesh flyscreens
•	 Finger joined timber reveals
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SERIES 525 ALUMINIUM LOUVRES

FRAME HEIGHT 
(mm) NO. OF BLADES

344 3

434 4

524 5

614 6

704 7

794 8

884 9

974 10

1064 11

1154 12

1244 13

1334 14

1424 15

1514 16

1604 17

1694 18

1784 19

1874 20

1964 21

2054 22

2144 23

FRAME HEIGHT 
(mm) NO. OF BLADES

354 2

494 3

634 4

774 5

914 6

1054 7

1194 8

1334 9

1474 10

1614 11

1754 12

1894 13

2034 14

2174 15

2314 16

2454 17

102MM (4”) BLADES 152MM (6”) BLADES STANDARD
•	 Left hand handles
•	 Weather bars
•	 Fibre mesh flyscreens
•	 Finger joined timber reveals
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SERIES 541 SLIDING & 542 STACKING DOORS

STUD OPENING 1560 1860 2160 2460

FRAME SIZE 1510 1810 2110 2410

2130 2100

XF XF XF XF or XF

STUD OPENING 2775 3225 3675

FRAME SIZE 2725 3175 3625

2130 2100

FXF FXF FXF

STUD OPENING 2760 3210 3660

FRAME SIZE 2710 3160 3610

2130 2100

OXX2127D OXX2131D OXX2136D

STUD OPENING 3040 3640 4240 4840

FRAME SIZE 2989 3589 4189 4789

2130 2100

FXXF FXXF FXXF FXXF

STANDARD
•	 Keylocks
•	 Toughened glass
•	 Motif
•	 Fibre mesh flyscreens
•	 Finger joined timber reveals
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HARDWARE OPTIONS

NOTE: ICON™ and ANDO™ hardware is not compatible with Series 501/503, Series 502/504 Series 514 or Series 613.

ANDO™ RESIDENTIAL SERIES DESIGNER SERIES THERMALHEART™
514  516 517 541 542 546 548 549 601/2 613 616 618 726 729 730 731

Single Point Sliding Door Lock • • •
Twin Point Sliding Door Lock • • •
Slimline Sliding Door Lock • • •
Sliding Door Handle (with mortice lock) • •
Bi-fold Operator • • •
Locking Lever Handle (2-point) • • • •
Locking Lever Handle (4-point) • • • •
Sliding Window Lock •
Chain winder • • • •
Double Hung Window Lock • •

ICON™
Sliding Door Handle • •
Flush Pull (with mortice lock) • •
Bi-fold Actuator • • •
2-Point Hinged Door Lock • • • •
Multi-point (4) Hinged Door Lock • • • •
Lever Compression Hinged Door Lock • • • •
Wedgeless Window Fastener/Cam Handle • • • •

Sliding Door Handle
(SS ONLY)

Single Point 
Sliding Door Lock

Twin Point  
Sliding Door Lock

Manual Chain winder

Double Hung LockSlimline  
Sliding Door Lock

Sliding  
Window Lock

Bi-fold operator  
(SS)

Hinged Door Lock  
(SS)

Key     {SS) Available as 316-grade stainless steel or with powder coat finish        {SS ONLY)  Only available as 316-grade stainless steel.

THE ANDO™ RANGE



8

ONSITE CARE

RIGHT

WRONG

RIGHT
If windows and/or doors are to be stored on site they should be in a secure in a clean 
dry area away from cement, lime, paint, acid etc. as these items may damage the 
finish. During installation they must be protected from building fall-out such as wet 
plaster, mortar, paint and welding splatter. Wet plaster and mortar should be removed 
immediately and soiled area washed down with ample quantities of clean water. 

 

RECOMMENDED STORAGE AND CLEANING INFORMATION

Tapes or coatings used to protect exposed surfaces must be removed 
carefully. Lengthy exposure to sunlight can make them difficult to remove.

Door tracks and window sills should be protected from planks, scaffolding 
and barrows.

Acid used for cleaning brickwork must be prevented from getting onto 
aluminium. Should this occur the acid must immediately be washed off 
with clean water. This is the most common cause of permanent damage 
to the finish .

If you have to scrape off dry cement or mortar droppings the surface will 
almost certainly be damaged.

Use a sponge and lots of clean water to remove cement and mortar before it 
sets and causes permanent damage to paint or anodised finishes.

Sponge &  
Water
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WINDOW BUILDING IN DETAIL

Transom windows

Double fix at 
transoms

Check measure diagonals 
during installation

Building-in lugs at approx. 
450mm maximum centres

On double-hung windows 
ensure jambs are plumb 
and straight.

Double-hung WindowSUGGESTED INSTALLATION STEPS:

1.	 If flashing is required fit the flashing to sill.

2.	 Fit shims on sill plate / slab on meeting stile or mullion centre line and  
	 at 450mm maximum centres.

	 Make sure these shims are level.

3.	 Install the frame into the opening.

4.	 Fit shims on jambs making sure that the frame is plumb and square, 
	 measure frame across diagonals to check for square.

5.	 Fix the frame to structure by nailing through timber reveals.  Make  
	 sure that the frame is not twisted.

	 Alternative - On solid brick construction fit galvanised M.S. building-in 
	 lugs at 450mm maximum centres.

6.	 Take care that head, sill and/or jamb are not dished or  
	 bowed during installation.

7.	 Make sure the sill reveal is fully supported, if necessary use additional 
	 shims. Failure to do so may result in problems with sash operation.

8.	 Cement mortar or render droppings can permanently damage  
	 aluminium. Remove them as soon as possible.

9.	 Leave at least 10mm gap between sill brick and frame to allow for  
	 possible future building settlement.

10.	 On brick veneer construction there should be at least a 12mm gap 
	 between timber header and aluminium frame.

11.	 Aluminium windows are not designed to support eave linings.

FIX THE WINDOW TO STRUCTURE WITH STEEL BUILDING-IN LUGS OR NAILS, SHIM AS INDICATED.
Installation of windows to be in accordance with Australian Standard AS 2047.

 IMPORTANT NOTE:
If you install windows out of square or without sufficient shims the 
opening sashes won’t perform satisfactorily.
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BUILDING IN DETAILS

250MM BRICK VENEER
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12mm Clearance between reveal and header

Header Trimmer

Typical

window

Sill

Head

Timber reveal

Packing by builderFlexible PVC sill flap

Sill plate

Sill support by builder

Flashing

Fixings at 450mm maximum 
centres.  These centres would 
be reduced in high wind load 
areas.

Timber architrave internal 
lining by builder.

10mm Clearance between eaves 
lining and window head.

10mm Clearance between 
window sill and brick sill.

Quad trim by builder

Brick sill



11

BUILDING IN DETAILS
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Fixings at 450mm maximum centres.  
These centres would be reduced in high 
wind load areas.

Timber reveal

Caulking

Brickwork

Jamb

250MM BRICK VENEER

Colour matched hardware availableStocked ColoursGROUP A COLOURS

NOTE: Colour representations are indicative only. For accurate colour representations please request a swatch sample from BRG. Various other options available.

Monument®

Woodland Grey®Paperbark®Primrose

MATT 1011

MATT 1008MATT 1012GLOSS 1005

Pearl White

GLOSS 1004     SATIN 1001

APO Grey

   

    

MATT 1009

Anotec Natural Pearl

    

Custom Black

MATT 1002      

 MATT 1013

Surfmist®

    

COLORBOND®

COLORBOND®COLORBOND® COLORBOND®

Dune®

MATT 1010     

COLORBOND®

Stud

Packing by builder
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Ph: (02) 6642 2577
bigriverglass.com.au
enquiries@bigriverglass.com.au

VISIT OUR SHOWROOM
73 Bent Street
South Grafton NSW 2460


